Appendix J

Superseded and New DEP Water Supply Policies

The following policies have been superseded by: (1) subsequent policy changes, (2)
incorporation into the Drinking Water Regulations of Massachusetts (310 CMR 22.00),
or (3) incorporation into the 2000 Guidelines and Policies for Public Water Systems.
Items superseded in the earlier 1995 Printing are in regular font; Items superseded in this
2000 Printing are in Bold Font. Following the Deleted Policies, also in Bold Font, are
the policies added since the 1995 Printing.

Policy
86-01
86-02
86-03
87-02

87-09

87-12

87-14

87-19

87-20

87-26

88-04a

88-05

88-07a

Deleted Policies
Name of Policy
Submission of Hydrogeological Reports by Hydrogeol ogists
Procedure for New Groundwater Source Approvals
Non-Municipal Water Quality Analysis (incorporated into 310 CMR 22.11A)
Procedurefor Performance of Sanitary Surveys by the Boston Office

Adoption of DWS Water Supply Contamination Correction Policies
WSCC-1 Through WSCC-6

Quality Assurance for Groundwater Modeling

Microbiological Sampling - Bad and Excluded Samples (incorporated into310
CMR 22.05(3))

Definition of a New Source

The Determination and Management of the Protective Radius (Zone 1) for
Public Water Supply Wells

Steps for New Source Approval for Wells With Yields Less Than 100,000
Gallons Per Day

Procedures for Determining Whether a Potentially Productive Aquifer
Constitutes a Potential Public Groundwater Sour ce

Adoption of DWS Water Supply Contamination Correction Policies
WSCC-7 through WSCC-12

Point of Use and Point of Entry Drinking Water Treatment Devices



88-13

88-21

89-03

89-07

89-10

89-11

91-10

91-11

92-01

92-03

92-04

92-06

92-08

94-01

94-04

94-06

98-01

98-0l1a

Use of Registered Well Drillers Only
Coordination of New Source Approva and Water Management Act Permits
Policy on Issuance of Interim Permits

Developmental Procedures for Low Yield Bedrock Public Water Supply
Wells

Developmental Procedures for High Yield Bedrock Public Water Supply
WEells

Developmental Procedures for All Confined Aquifer Public Supply Wells
When to Use a Pre-enfor cement L etter

Minimum Information for the Cover Page of the Notice of Non-
compliance

Interim Wellhead Protection Area Policy for Small Wells
Developmental Procedures for the Use of Springs as Public Water Supplies

Procedure for Approving an Exception to an Established DWS Policy
/Guiddine

Division of Water Supply — Operational Consistency
Use of Floordrainsin Water Supply Pump Houses
Viability Assessment and Assurance

Process for Redelineating and Approved Zone |

Default Radii for IWPA and Zone | Areas for Non-Community Wells

Additions Since 1995 Printing
Antennae Policy

Antennae Policy Guidelines



